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CAP QUANG SINGLEMODE

Cap quang Singlemode 6FO Panduit OS2

M& san ph&m: FLKL906

I Théng sé ky thuét

Tén san pham
Hang san xuat
Ma san pham
Loai san pham
Tuadng thich
Budc séng

Mbi trudng st dung
Xuat xu

Sé sgi quang
Pudng kinh sgi
Chuan sgi quang
Suy hao téi da
Nhiét doé lam viéc
Ma hang

S6 sai

Loai sgi

Ki€u sgi

Méi truéng
Chéng chay

Két cau

Chan nudc
Chéng UV

Ung dung

Cap quang Singlemode 6FO Panduit OS2
Panduit

FLKL906

Cap quang Singlemode

Singlemode 9/125um (0S2)

1310nm - 1550nm

Trong nha va Ngoai trdi

China

6 sai (6FO)

9/125um

ITU-T G.652.D (0S2)

= 0,36 dB/km @1310nm - < 0,22 dB/km @1550nm
-40°C dén +70°C

FLKL906

6

Singlemode OS2 9/125um

DPém chat (tight buffered) 900um

Trong nha / ngoai trai

LSZH (ban riser la ma FLKR906 riéng, khéng gop)
Toan dién moi (knéng kim loai)

Chéan nudc kho (dry water blocking), khéng gel
Co (theo tai liéu dong san pham)

Lién két gilta cac toa nha, ludn éng, entrance facility

Cam két tu THIETBIQUANG.NET: san ph&m chinh hdng 100%, day di CO/CQ theo 16 hang, bao hanh theo tiéu chudn nha san
xuét, ho trg k§ thuat mién phi tron doi sadn phdm. Lién hé (024) 22255666 - 0981.558668 d& nhan bao gia tét nhat.

Théng sé trong tai liéu nay dugc téng hgp tu céng bé cua nha san xuat tai thdi diém xudt ban va cd thé thay déi ma khdng bdo trude. Xem chi tiét mdi
nhat tai: https://thietbiquang.net/san-pham/cap-quang-singlemode-6fo-panduit-os2.html
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